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2102
Toepassingsvoorbeelden

Koppelen van rail 2102 met railverbinder 2152:

Gordijn met hoofdje bij 2102 met
meestikhaak 2024-55 en glijder
2010-10: 
Ondanks de mooie ronding van
de rail, staat het hoofdje rechtop.

>

>

Toepassingsvoorbeelden

Koppelen van rail 2102 met railverbinder 2152:

Gordijn met hoofdje bij 2102 met
meestikhaak 2024-55 en glijder
2010-10: 
Ondanks de mooie ronding van
de rail, staat het hoofdje rechtop.

>

>

2004: brakes the �rst glider, thus keeping the curtain stack nice and 
compact in its stacking position. Can be applied even after rail is installed.
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2100/2102

Mounting
ceiling, wall mounting

Application example G-standard

ceiling mounting with
ceiling support 2150

dimensions for wall mounting with metal extension brackets (see 
table) and supports 2150

Glider brake 2004, to keep the curtain stack
neatly opened or neatly closed. Can also be
placed after rail and curtain have been fitted.
Multiple brakes can be applied.

2102 (and 2100): suitable
for a heading, with glider
2010 and adjustable 
sew in hooks

Application of metal connector at the 
back of the 2102

wall mounting with
wall support 2151

for perfect parallel mounting: use of double bracket 
2216 with ceiling supports 2150
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