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R 25
R>100

(1015)
(1015)
(1018)

28

26

5100
522 gr/m

R 15
R 25
R>100

(1015)
(1015)
(1018)

15

3
4

405 gr/m
4100 R 15

R 20
R 30
R>80

(1015)
(1015)
(1015)
(1018)

15

3
4

405 gr/m
4100 R 15

R 20
R 30
R>80

(1015)
(1015)
(1015)
(1018)

15

3
4

405 gr/m
4100 R 15

R 20
R 30
R>80

(1015)
(1015)
(1015)
(1018)

21

1
8

274  gr/m
4200

R 15
R 25
R>100

(1015)
(1015)
(1018)

*)
*)

*)
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4100 / 4200 / 5100

4100, 4200 & 5100

ceiling mounting 4200
with ceiling bracket 5153

ceiling mounting 5100
with ceiling bracket 5135

ceiling mounting 5100 with
suspension hanger 4254

Mounting
ceiling and wall mounting

ceiling mounting 4100 with
suspension hanger 4254

ceiling mounting 4100
with ceiling bracket 4135

ceiling mounting 4200 with 
suspension hanger 4254 

filler positionradius

bendingprofile

L-shaped fillers 
only for cord op-
erated systems 

filler positionradius

bendingprofile

filler positionradius

*) Bending: Minimum radius 15 cm. Larger radius (20, 25, 30 cm) strongly recommended for smoother curtain movement in bends.

*) Bending: Minimum radius 10 cm. Larger radius (15 cm) strongly 
recommended for smoother curtain movement in bends.



Montage

22

25

29 30

25

13

40

10

24

plafondmontage 4200

met plafondsteun 5135

plafondmontage 5100

met plafondsteun 5135

Wandmontage 4200

met dagsteun 4249

Wandmontage 5100

met dagsteun 5149

plafondmontage 5100

met plafondklos 4254

4055-10

4055-40 Ø 15 mm

Ø 10 mm

Ø M6

1470-3206

1460-2006

1410-2006-05 

4159

4157

1440-5-100608

4156

- plafondmontage 4100/5100 
aan pendel met montageset 4155-30-10,
geisoleerd volgens NEN1010.
- pendel aan draadeindset 4055-10.

4055-30-10

4055-10

4055-40 Ø 15 mm

Ø M6

1470-3206

1460-2006

1410-2006-05 

- plafondmontage 4100/5100 
aan pendel met montageset 4155-30-10,
geisoleerd volgens NEN1010.
- pendel aan draadeindset 4055-10.

4055-30

30

x

33
 m

m

x min:  50mm

36 mm

46
 m

m

Montage

22

25

29 30

25

13

40

10

24

plafondmontage 4200

met plafondsteun 5135

plafondmontage 5100

met plafondsteun 5135

Wandmontage 4200

met dagsteun 4249

Wandmontage 5100

met dagsteun 5149

plafondmontage 5100

met plafondklos 4254

4055-10

4055-40 Ø 15 mm

Ø 10 mm

Ø M6

1470-3206

1460-2006

1410-2006-05 

4159

4157

1440-5-100608

4156

- plafondmontage 4100/5100 
aan pendel met montageset 4155-30-10,
geisoleerd volgens NEN1010.
- pendel aan draadeindset 4055-10.

4055-30-10

4055-10

4055-40 Ø 15 mm

Ø M6

1470-3206

1460-2006

1410-2006-05 

- plafondmontage 4100/5100 
aan pendel met montageset 4155-30-10,
geisoleerd volgens NEN1010.
- pendel aan draadeindset 4055-10.

4055-30

30

x

33
 m

m

x min:  50mm

36 mm

46
 m

m

Montage

22

25

29 30

25

13

40

10

24

plafondmontage 4200

met plafondsteun 5135

plafondmontage 5100

met plafondsteun 5135

Wandmontage 4200

met dagsteun 4249

Wandmontage 5100

met dagsteun 5149

plafondmontage 5100

met plafondklos 4254

4055-10

4055-40 Ø 15 mm

Ø 10 mm

Ø M6

1470-3206

1460-2006

1410-2006-05 

4159

4157

1440-5-100608

4156

- plafondmontage 4100/5100 
aan pendel met montageset 4155-30-10,
geisoleerd volgens NEN1010.
- pendel aan draadeindset 4055-10.

4055-30-10

4055-10

4055-40 Ø 15 mm

Ø M6

1470-3206

1460-2006

1410-2006-05 

- plafondmontage 4100/5100 
aan pendel met montageset 4155-30-10,
geisoleerd volgens NEN1010.
- pendel aan draadeindset 4055-10.

4055-30

30

x

33
 m

m

x min:  50mm

36 mm

46
 m

m

37
 m

m

30
 m

m

25 mm64
 m

m

40
 m

m

a

70 mm

plafondmontage met

plafondsteun 4135

plafondmontage met

plafondklos 4254

montage met verstelbare afstandsteun 4217

plafondmontage met plafondsteun 4135 en

stofstrip 4145 ter afdichting van de kier

montage met afstandsteun 4115-10

6.5 mm

25
 m

m
15

 m
m

23
 m

m

40 mm

wandmontage met dagsteun 4150

36 mm

46
 m

m

200 mm

200 mm

100 mm

2

2

14217-101

asteuncode ophangpunten

4217-202

4217-201

b
a

Montage

22

25

29 30

25

13

40

10

24

plafondmontage 4200

met plafondsteun 5135

plafondmontage 5100

met plafondsteun 5135

Wandmontage 4200

met dagsteun 4249

Wandmontage 5100

met dagsteun 5149

plafondmontage 5100

met plafondklos 4254

4055-10

4055-40 Ø 15 mm

Ø 10 mm

Ø M6

1470-3206

1460-2006

1410-2006-05 

4159

4157

1440-5-100608

4156

- plafondmontage 4100/5100 
aan pendel met montageset 4155-30-10,
geisoleerd volgens NEN1010.
- pendel aan draadeindset 4055-10.

4055-30-10

4055-10

4055-40 Ø 15 mm

Ø M6

1470-3206

1460-2006

1410-2006-05 

- plafondmontage 4100/5100 
aan pendel met montageset 4155-30-10,
geisoleerd volgens NEN1010.
- pendel aan draadeindset 4055-10.

4055-30

30

x
33

 m
m

x min:  50mm

36 mm

46
 m

m

5140

25

55

6

4140

25

15

7

55

6

5140

25

1

55

6

5140

25

55

6

4140

25

15

7

55

6

5140

25

1

55

6

5140

25

55

6

4140

25

15

7

55

6

5140

25

1

55

6
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Suspension hangers

Mounting
ceiling and wall mounting

wall mounting 4100 with wall bracket 4149

wall mounting 5100 with wall bracket 5149

wall mounting 4200 with wall bracket 24249

ceiling mounting with 4255
- celing mounting 4100, 5100 or 4200:
threaded rod set 4055-10, suspension hanger 
tube 4055-40 and with mounting set 4055-30.

wall mounting 4100 with wall bracket 4140

wall mounting 5100 with wall bracket 5140

wall mounting 4200 with wall bracket 5140



4100, 4200 & 5100

300

250

1.5mm

0.5mm
100

4100
[cm]

[kg]6 8420
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gordijngewicht
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G-Norm (richtlijn steunafstand)

raildoorbuiging
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0
6 8420
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fs

ta
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[kg]

[cm]
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0.5mm

1.5mm
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0
6 8420

raildoorbuigingraildoorbuiging
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[kg]

[cm]
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gordijngewicht
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fs
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1.5mm
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40

0
6 8420

4130 railverbinder
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Application examples

straight rail

suspension hanger

L-shaped (shower) special (for example corner baths)U-shaped (shower)

L-shaped (bath)

max. 180cm (4200), 250cm(4100&5100)

standard shower rail situations and suspension 
hanger positions

hollow end cap 5153-20

connection bracket 
5130

connection bracket 4130

connection bracket 4130 
for T junction

connection bracket 
5130 for T junction

perpendicular connections in 4100 and 5100

G-standard


